


SPECIFICATIONS

HEIGHT

DIMENSIONS (L x H x W)

DISPLAY

AUDIO CHANNELS

SIGNAL TO NOISE RATIO

PEAK ACOUSTIC OUTPUT

FREQUENCY RESPONSE

WEIGHT

POWER

UNIT CONTROL

INPUTS

UPGRADES

OUTPUTS

1RU

483mm x 45mm x 100mm

1.4 kg

Audio Metering, Source Labels

16

72dB (+4dBu input level, THD+N 
A weighted)

90dB @ 1foot

40Hz to 20kHz +/- 1dB

85-264V ~ 50/60Hz, 0.75A – 0.5A Max 30W

SNMP, Webpage

1 x Dante/AES67 + 1 x MADI Coax + 1 x 
MADI Optical
2 x balanced analogue outputs + 1 x Madi 
Coax

Via USB

WEBPAGE CONTROL AND MONITORING

ORDERING INFORMATION

MPA1-SOLO-DANTE

Ordering Code Description

Simple 1RU Dante/AES67 and MADI audio monitor: Front panel display with 16 Level Meters, Source Names and Audio Phase 
display. 1 x MADI Coaxial + 1 x MADI Optical input and 1 x DANTE Input. 1 x Balanced Stereo Output+ 1 Front Panel Headphone 
Output, Internal Loudspeakers, Internal PSU, Web-interface and SNMP Control. Dante Domain Manager Compliant.

E. sales@tslproducts.com   
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LIVE VIEW DANTE CONTROLLER


